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12V OR 24V MULTI-SWITCH – WIRING & SIZES 

CONSOLE CUT OUT DETAIL - 10166600 - 1 x 24v Multi-Switch only
                                                 - 10167100 - 1 x 12v Multi-Switch only
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4. The Gn/Y wire connects to Pin 7.

1. Cable supplied pre-wired to connector.

2. Wire numbers 3 to 6 and the Gn/Y wire connect to the drive motor.

3. The central core is cut back to suit.

47 6 5 3 2 1

(-VE)
0v DC

SUPPLY

DESCRIPTIONSWITCH
IDENT

RED

YELLOW

BLUE

WHITE

BLACK 31 (-VE)

53a +VE SUPPLY & PARK SUPPLY

31b - SELF-PARK REVERSAL FEED

53  - SLOW (I)

53b  - FAST (II)

WIPER
IDENT

3
4
5
6
7

WASHER (+VE)

86

66

47

76 CRS

R5

8 60 SQUARE

56 CRS

CONSOLE CUT OUT DETAIL - 0800-02-24V - 1 x 24v Multi-Switch & Plate
                                                 - 0800-02-12V - 1 x 12v Multi-Switch & Plate
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0800-02-24V - 1 x 24v Multi-Switch & Plate


